


























































































































































1.13 REMOTE FOCUS UNIT - GENERAL 

/ 

The Remote Focus Unit (RFU) will execute certain 
functions of the system from distances up to 4000' from 
the console. 

A. REMOTE FOCUS UNIT INITIALIZATION
When the RFU is connected to the system , the OPERATOR
PANEL of the console will become inoperable. Certain 
functions provided by this portion of the console will 
be duplicated by the REMOTE FOCUS UNIT. 

B. KEYPAD
See PART 1.02.A. thru G.

C. CHANNEL CONTROL FUNCTIONS
See PART 1.03.A thru F.

D. LEVEL DISPLAY
A two digit seven segment display to indicate the level
of the selected channel or group of channels. 

E. CUE/CHANNEL DISPLAY

F. 

A fou r  digit seven segment display to indicate the
selected CUE or channel. The display functions the 
same as the KEYPAD DISPLAY. 

GO 
This switch will allow any recorded CUES to be initiated 
on the AB AUTO FADER. 

G. HOLD
This switch will perform the same function as the AB
AUTO FADER HOLD switch. 

H. SELECT CUE
This switch allows the select ion of  a CUE to be
initiated in a fade by the GO function. 
See PART 1.03.B. 

I. PROGRESS DISPLAY
Two two-digit seven segment displays to indicate th e
progress of a fade. 
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